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discussed: when the temperature of the feed  is  low, a  lower amount of heat  is 
required to get full NOx conversion; moreover, the catalyst can be used to store 
a high amount of NH3 during  the operation,  thus preventing NH3 slip and/or 














with  NH3  is  carried  out  in  a  Loop  Reactor  (LR),  a  recent  and  potentially 
valuable technology that allows for multifunctional operation: 
1. the catalyst (and, eventually, the inert present in the reactor) can be used as a 
heat  storage  device  due  to  the  possibility  of  trapping  the  heat  of  reaction 
inside the reactor, thus maintaining a high temperature level; this regenerative 
heat  recovery  is  generally  much  more  efficient  than  recuperative  heat 
exchange.  This  feature  allows,  for  example,  the  catalytic  combustion  of 











this mode  of  reactor  operation  in  presence  of  a  catalyst  that  adsorbs NH3 
(Botar‐Jid et al., 2005; Fissore et al. 2006a, 2006b, 2006c). 
The  Network  of  Reactors  (RN)  with  periodical  movement  of  the  feeding 
position  from  one  reactor  to  the  following  one  of  the  sequence  is  one  of  the 
simplest ways to realise a LR (Figure 1A): a set of valves allows to change the 
feeding position, thus simulating the behaviour of a moving bed and achieving 






periodically  reversing  the  flow  direction.  The  RFR  has  a  serious  drawback, 
namely the wash‐out, i.e. the emission of unconverted reactants occurring when 
the  flow  direction  is  reversed.  In  the  LR  (and  thus  in  the RN)  the  gas  flow 
direction  is  never  reversed,  thus  preventing  any  wash‐out,  but  the  range  of 
operating variables giving stable and auto‐thermal operation  is narrower  than 















and  the modelling and design of  the equipment and of  the process.  In  fact,  in 
order to achieve an optimal design of this reactor, it is of outmost importance to 
know  the  kinetics  of  the  reactions  involved  and  it  is  important  to  use  a 
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Various  steps are  required  to design  the process:  firstly  the catalyst has  to be 
fully  characterised  with  respect  to  the  reaction  kinetics;  then,  the  reactor 
configuration has to be selected, by analysing if auto‐thermal behaviour can be 





The  role  of  the  catalyst  in  the  process  of  SCR  of  NOx  in  the  RN  has  been 
investigated  by  Fissore  et  al.  (2006b);  using  a  very  simplified  model  of  the 
process and  the bifurcational analysis,  they pointed out  the optimal values of 
the kinetic properties of  the  catalyst  that  can guarantee  stable operation with 
full reactants conversion without external energy supply. They also evidenced 








use a commercial honeycomb catalyst  for  the process as  it  is not easy at all  to 
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modify the catalytic activity or the adsorption capacity of a catalyst of various 
orders  of magnitude  as  it  should  be necessary,  according  to previous  results 
(Fissore et al., 2006b). The kinetic parameters of the adsorption, desorption and 
reduction reactions, as well as the catalyst capacity, can be evaluated by means 
of experiments, using  transient methods  consisting of  imposing perturbations 
to the reacting system (e.g. changes of the inlet reactant concentration or of the 
catalyst  temperature)  while  continuously  monitoring  the  outlet  response 
(Kobayashi and Kobayashi, 1974; Lietti et al., 1997, 1998). By imposing step‐wise 
changes  in  the  inlet NO  and/or NH3  concentration,  the dynamics  of  the  SCR 
reaction can thus be investigated and the adsorption/desorption of the reactants 
can be investigated separately from their surface reaction, thus gaining detailed 
information  on  each  step  of  the  reaction.  Quantitative  indications  about  the 
kinetics of the reactions are obtained by analysing these results according to the 
dynamic model of the reacting system (Lietti et al., 1997): to this purpose, a one‐
dimensional  heterogeneous  model  has  been  used;  the  main  features  of  the 
model are the followings: 
1.  NO  reacts  from  the  gas  phase  with  strongly  adsorbed  (and  activated) 
ammonia molecules  (Odenbrand et al., 1994;  Inomata et al., 1980);  thus, an 
Eley‐Rideal mechanism  is used  to describe  the  reaction between NO  (A)  in 
the gas phase and the ammonia (B) adsorbed on the catalyst; 
2. O2, which is required by the SCR reaction: 





4.  the  rate of adsorption of ammonia on  the catalyst surface  is assumed  to be 
 6
proportional  to  the ammonia concentration  in  the gas phase and  to  the  free 

























                        (2) 
auto‐thermal operation is possible only if the required pre‐heating (Qph) is lower 
than the heat that can be recovered (Qr), where: 
ph p pQ V c T                          (3) 
 r feed p pQ Vc H V c T                          (4) 
being   the heat  recovery efficiency, cp a mean value of heat  capacity  in  the 
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range Tp and assuming full reactant conversion. Thus,  ph rQ Q  implies that: 






                          (6) 
i.e. the Tad of the feed should be higher than Tp multiplied by a number which 
is  a  function  of  the  heat  recovery  efficiency.  Figure  2  shows  various  lines 






curve  corresponding  to = 70%  can be  considered  representative of a  system 
where recuperative heat exchange takes place, while the curve calculated for = 
90‐95%  is  representative  of  a  process  with  regenerative  heat  recovery,  as  it 
happens  in  the  RN;  thus,  for  the  couples  of  values  (Tad,  Tp)  laying  in  the 
portion of  the graph between  these  two curves auto‐thermal operation can be 
achieved,  but  only  in  presence  of  regenerative  heat  recovery.  If  the  point 
corresponding  to  the process  falls below  the  curve  calculated  for =  95%  an 
energy  input  is  required  to  carry  out  the  reaction,  but  it  is  lower  in  case  of 
regenerative heat recovery. Obviously, these numbers have to be considered as 
a  rough  estimate  of  the  heat  recovery  efficiency  that  is  obtained  in  the  real 
apparatus; as a consequence, it may happen that even if auto‐thermal operation 
can be expected in the RN according to the curves of Figure 2, assuming for the 
heat  recovery  efficiency  a  value  close  to  the  highest  range,  the mathematical 
simulation  of  the whole process  finally points  out  that  some  heat  is  anyway 
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required to sustain the reaction: in this case the design of the system should be 
modified  in  order  to  reach  a  higher  value  of  heat  recovery  efficiency.  The 
diagram  of  Figure  2  has  been  calculated  for  adiabatic  operation,  as  it  is 
generally  the case of  industrial‐scale apparatus;  in case of heat  loss,  this  term 
can be easily subtracted from eq. (4) as this heat is not recovered in any device: 
the result is a reduction of the heat recovery efficiency. 
  If  a  heat  supply  is  required,  even  in  presence  of  regenerative  heat 




the  second,  or  the  third,  of  the  sequence  in  the  successive  steps;  thus,  three 
electrical heaters are required, one after each reactor and,  in this first strategy, 
only  the  heater  after  the  first  reactor  of  the  sequence  is  switched  on.  In  the 
second  strategy all  the heat  is  supplied by  the heater placed after  the  second 
reactor of the sequence. In the third strategy two heaters are switched on, those 
after the first and after the second reactor of the sequence. These arrangements 




A mathematical model  is  required  to simulate  the dynamics of  the process  in 
order to find the value of the operating parameters (e.g. the switching time) that 
allow for auto‐thermal operation or, in case this is not achievable, the minimum 
amount of heat  that has  to be  supplied  to  the  system  in order  to  sustain  the 
reaction. A one‐dimensional model can be adequate to this purpose, assuming 
also  that  pressure  loss  is  negligible  and  that  the  reactor  is  adiabatic,  as  it  is 
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generally  the case of  industrial‐scale units;  if heat  loss  is  relevant,  this can be 
taken into account in the energy balance of the system (Barresi et al., 1999). The 
system of partial differential equations  that describes  the process dynamics  in 
the  reactor  is given  in Table 2:  it  is possible  to see  that heat  losses due  to  the 




concentration at  the  interface,  can be  calculated  from  the mass balance at  the 
interface, assuming  that  there  is no accumulation at  the catalyst‐gas  interface. 
Inlet composition of the gas is considered equal to the feeding value. The origin 
of  the  x‐axis  corresponds  to  the  inlet  section  to  the  network;  consequently  it 
translates  from  the  first  reactor  of  the  sequence  to  the  second  one when  the 
switching  time  is reached. At  this point  the boundary conditions are switched 
in order to simulate the variation of the feeding position. The adequacy of this 
model to describe the RN has been demonstrated in a previous paper (Fissore et 
al.,  2006c)  using  a  lab‐scale  apparatus,  but,  as  the  model  is  based  on  first 
principles, it can be used also to describe the dynamics of equipment having a 
larger  size. Further  tests have been  carried out  in  this work on  the  same  lab‐
scale apparatus,  investigating a  larger  interval of operating conditions. All  the 
tests have been carried out operating under isothermal conditions and using a 
RN  of  three  reactors  operated  at  different  temperatures,  feed  flow  rates  and 
compositions.  All  the  reactors  of  the  network  contains  the  same  amount  of 
catalyst  (each monolith  is 5∙10‐2 m  long, no  inert monoliths are used) and are 






experimental run. Before start  feeding NO,  the catalyst  is saturated with NH3. 
The evolution of the NH3 outlet concentration is then monitored and compared 
for each test. An example of the results that can be obtained is shown in Figure 
3,  where  the  experimental  data  (symbols)  are  compared  with  the  values 
obtained by means of mathematical  simulations  (solid  lines)  for  two different 
working  temperatures  (250 and 300°C). The agreement between  experimental 










25°C  containing  800  mg  Nm‐3  of  NO  (corresponding  to  600  ppmV)  and  a 
stoichiometric amount of NH3  (added as  co‐reactant),  i.e. 450 mg Nm‐3;  these 
concentrations  result  in  a Tad  of  8 K. These  values  are  representative  of  the 
typical situation occurring when the off‐gases from a coal‐fired power plant are 
treated;  in  this case,  in  fact,  the SO2 removal causes a relevant decrease of  the 
gas temperature, which can be close to 20‐25°C before entering the SCR unit.  
  In order to ensure full NOx conversion, the catalyst has to work at a proper 
temperature,  which  must  be  high  enough  to  provide  good  activity,  without 
reaching  the value at which  the reaction of oxidation of ammonia  takes place. 
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Commercial  catalysts have  a  typical operating  temperature  in  the  range  300–
380°C  (Beeckmann  and  Hegedus,  1991).  If  the  couple  of  values  (Tad,  Tp) 
corresponding to our case study is placed in the diagram of Figure 2, it can be 
seen  that auto‐thermal operation  is not possible  even  in presence of a device 
that allows  for a heat  recovery efficiency of 95%,  i.e.  in  the RN: auto‐thermal 
operation can be obtained in the LR only if the feeding concentration of NO is at 
least 1800 mg Nm‐3, which  is more  than  twice  the amount of NO present  in a 
typical coal power plant emission. 





4). The  cold gas enters a heat exchanger where  it  is pre‐heated  to 120°C  (this 
requires about 180 kW); then, it enters the heat recovery device where it reaches 
the  temperature  required  by  the  process,  while  the  products  of  reaction  are 
cooled to 130°C. This means that about 70% of the heat necessary to the process 
is recovered. In the case of regenerative heat exchange, which can be achieved 
in  the  RN,  heat  recovery  is  expected  to  reach  even  95%,  thus  lowering  the 
energy consumption of the process. 
  The  first  step  in  the  design  of  a  catalytic  reactor  is  the  selection  of  the 
GHSV.  Generally,  the  manufacturer  of  the  catalyst  suggests  a  value  for  the 
GHSV:  for  the  SCR  reaction  values  in  the  range  2000–7000  h‐1  are  generally 
proposed (Beeckmann and Hegedus, 1991) in the case of isothermal operation. 
In the RN the temperature profile is moving during the operation and thus part 
of  the  catalyst  is at high  temperature and part  is at  low  temperature;  for  this 




determine  the  length  and  diameter  of  the  reactor,  a  ratio  of  the  length  to 
diameter of 1:1 is assumed. This ratio is usually avoided in packed‐bed reactors 
because such a  low value can cause back‐mixing and deviation  from  the plug 
flow. Nevertheless, when using honeycomb  catalysts, as  in  the present work, 
due to the lower heat capacity with respect to that of a packed bed, low length 
to  diameter  ratios  are  preferred  in  order  to  get  lower  gas  velocity,  and  thus 






The  commercial  zeolite based NOxCATTM ETZ honeycomb  catalyst  (supplied 
by Engelhard) has  been  investigated  for  the process. The  lab‐scale  apparatus 
previously described, with only one reactor connected and a proper amount of 
catalyst  (the  length of  the monolith  is 810‐2 m  in  this  case), has been used  to 
calculate  the kinetic parameters of  the  reactions occurring  in  the  system. The 
temperature of the catalyst was measured and controlled: this temperature can 
be  varied  up  to  a  maximum  value  of  400°C;  the  range  200‐380°C  has  been 
investigated;  total  flow  rate  can  vary  in  the  range  0‐4  L  min‐1  (STP).  The 




temperatures  by  imposing  step‐wise  perturbations  of  the  NH3  inlet 
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concentration  in  flowing Ar, while maintaining  the overall  flow rate constant. 
The  whole  set  of  experimental  data  has  been  analysed  according  to  the 
previously  described  mathematical  model.  The  MATLab  routine 
FMINSEARCH, which implements a simplex method (Lagarias et al., 1998), has 
been used to calculate the kinetic parameters that allows for the best fit between 
the  calculated  and  the  experimentally measured values  of  concentration. The 
study  of  the  reduction  reaction  has  been  carried  out  in  a  similar way  as  the 
adsorption/desorption  study  previously  described:  the  catalyst  bed  has  been 
firstly saturated with NH3 and then the reactants have been fed into the reactor; 
the  evolution  of  the  composition  of  the  gas  leaving  the  reactor  has  been 
measured  and  the  kinetic  parameters  of  the  reduction  reaction  have  been 
calculated by best fitting with the experimental results. A similar investigation 
was performed in the past by Fissore et al. (2006c), but in a narrower range of 
operating  conditions.  Table  3  summarises  the  kinetic  parameters  calculated 





supply  is  required  for  the  case  study  under  investigation,  as  it  has  been 
previously pointed out. Figure 5  shows an example of  the  results  that  can be 
obtained using the previously described heating strategies: in the upper graph 
the conversion of NO as a function of the total amount of heat supplied to the 
system  is  shown, while  in  the  lower graph  the maximum  temperature on  the 
solid is given; the switching time is constant and equal to 60 s. It is possible to 
see that when all the heat is supplied only after the first reactor of the sequence 
an  almost  complete  conversion  of  NO  is  obtained  using  about  65  kW,  that 
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corresponds  to  an  heat  recovery  of  about  90%;  for  lower  values  of  Qel  the 
conversion is lower, as well as for higher values (the conversion is calculated as 
the mean value over a cycle, when  the periodic steady‐state  is  reached).  If all 
the heat is supplied after the second reactor of the sequence similar results are 







respect  to  the  first configuration;  this  is due  to  the  lower  temperature  level  in 
the reactor, as  it can be seen  from  the values of maximum  temperature of  the 
catalyst  obtained  in  this  case  (see  Figure  7  and  8):  the  temperature  profile 
established in the reactors is in fact responsible of the total conversion obtained. 
  Figure 6 shows the role of the switching time on the total NO conversion 






heat  that  is  required  to  guarantee  the  auto‐thermal  behaviour  has  to  be 
calculated by means of detailed simulations of  the  reactor as  the dynamics of 
the  system  strongly  affects  the  heat  storage  capacity  of  the  system.  Figure  6 
shows also  the values of heat  recovery efficiency obtained  in  the  system as a 







steady‐state  is  reached.  Figure  7  evidences  that,  for  a  fixed  value  of  the 
switching  time,  increasing  the value of Qel  from 50 kW  to 65 kW  increases  the 
values of  the  temperature  in  the reactor and  this reduces  the surface coverage 
(due  to  the  higher  desorption  rate),  but  the  positive  effect  of  increasing  the 
reduction rate prevails, resulting in a net increasing of NO conversion. If Qel is 





affected  in  a  non‐monotonic  way,  thus  resulting  in  different  values  of  the 
ammonia concentration  in  the gas phase and on  the solid surface, resulting  in 
the curves shown in Figure 6.  
  When the reactor has been designed and the operating parameters (Qel, tc) 
have  been  selected,  it  is  worthwile  to  analyse  the  behaviour  of  the  system 
doring  the  start‐up.  This  is  shown  in  Figure  9  for  a  RN  operated  with  a 
switching  time of  60  s  and with  65 kW  supplied  after  the  first  reactor of  the 
network. It is possible to see that after about 1 h the temperature of the product 
stream reaches its final value, while about 3 h are required to get the final value 
of  the  conversion  of  NO;  in  the  Figure  it  is  shown  also  the  mean  surface 
coverage of  the NH3  in  the  reactor  in order  to  confirm  that  the  true pseudo‐
steady  state has been  reached. With  respect  to  the heat  losses, a value of  the 
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heat  exchange  coefficient  between  the  reactor  and  the  external  environment 
equal  to    0.18 W m‐2K‐1  has  been  assumed,  in  order  to  evaluate  the  possible 
relevance  of heat  losses  and  their  effect  on  the  behaviour  of  the  reactor,  this 
results in a mean value of heat losses of about 0.5 kW, a value that has no effect 
on the temperature profile and on the thermal balance of the system (this result 
does  not  change  significantly  in  presence  of  higher  values  of  heat  exchange 
coefficient as well as in the other operating conditions tested). 
Finally,  the whole procedure  that has been used  to design  the  industrial 
scale  RN  is  summarised  in  Figure  10,  where  it  is  pointed  out  that  if  the 
mathematical simulation of the equipment  indicates that the emissions of NOx 
and/or  that of NH3 are above  the emission  limits, some of  the decisions  taken 
during the design procedure have to be modified, namely: 
‐ the switching time can be reduced up the minimum feasible value; 
‐ the heat  supply  can be  increased  (up  to a maximum value  that makes  this 
process no more profitable with  respect  to  the  fixed bed with  recuperative 
heat exchanger); 
‐ the  reactor  length  to diameter  ratio can be decreased,  thus using  lower gas 
velocity (up to a limit that causes problems with the gas distribution); 
‐ the GHSV can be decreased, thus using a higher amount of catalyst (also in 




the heat recovery efficient  if  the value obtained  is below  the  target of 90‐95%. 
This means  to  try  to  lower  the value of heat  supplied and  then  repeating  the 







two different  cases  have  been  investigated:  in  the  first,  the  feeding  of NO  is 
stopped,  while,  in  the  second,  the  feeding  of  NH3  is  stopped  (the  reactor  is 
assumed  to be  initially at  the periodic  steady‐state obtained with a  switching 
time of 60 s and 65 kW supplied to the gas by the heater placed after the first 
reactor of the sequence). Results are given in Figure 11: when the feeding of NO 
is stopped,  the NH3  is  initially adsorbed on  the catalyst; at  the same  time,  the 
temperature of the catalyst starts decreasing as the reduction reaction does not 
take  place  any  more.  After  about  one  hour  (Figure  11,  upper  graph)  the 
conversion  of  NH3  becomes  zero  due  to  the  simultaneous  effect  of  the  low 
temperature  and  of  the  saturation  of  the  catalyst.  This  way,  the  RN 
configuration  is  able  to  overcome  perturbations  in  the  concentration  of  NO, 









NH3  has  been  investigated  in  this paper. A  case  study  representative  of  this 
process has been selected and  the advantages  that can be achieved  in  the RN 
have been highlighted, namely a strong reduction of the energy requirement (65 
 18
kW vs. 130 kW) and  the avoidance of any NH3 slip due  to  the  flow path. The 
main  drawback  is  represented  by  the  reactor  configuration, whose  piping  is 
much more “complex” than in the traditional system, but fixed capital savings 




operating properly  in presence  of  feed with  variable  concentration,  has  been 
pointed out by means of mathematical simulation. 
The whole procedure  that  should be used  to design  this kind of  reactor 
has  been  given  and  the  influence  of  the main  operating  parameters  (heating 
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Reduction of NOx with NH3  = − Ω,red red A i Br k c θ   −= ,0, a red SE RTred redk k e  
Adsorption of NH3 onto the 
catalyst surface 
( )= − Ω, 1ads ads B i Br k c θ −= ,0, a ads SE RTads adsk k  
Desorption of NH3 from the 
catalyst 
des des Br k θ= Ω   −= ,0, a des SE RTdes desk k e  













Gas phase mass balances  ( )∂ ∂= − + −∂ ∂ , ,A A c A v A i Ac cv k a c ct x  
( )∂ ∂= − + −∂ ∂ , ,B B c B v B i Bc cv k a c ct x  
Solid phase mass balance  θ∂Ω = − −∂
B
ads des redr r rt
 
Gas phase energy balance  ( ) ( )ρ ρ
∂ ∂= − − − − −∂ ∂ , ,
G G T v e e
G S G e
G p G G p G
T T h a h av T T T T
t x c c
 
Solid phase energy balance  ( ) ( ) ( )
( ) ( )
ρ ε ∂− = − − + −∆ +∂




S p S T v S G red red
ads ads des des
Tc h a T T r H
t
r H r H
Mass balances at the interface ( )− − =, ,c A v A i A redk a c c r  
( ) ( )− − = −, ,c B v B i B ads desk a c c r r  
Switching conditions 
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,a adsE , J mol‐1  0 
0,desk , s‐1  (9 ± 1) ∙105 
ζ




















































































































































used to recover heat
Heat exchanger used
to pre-heat the feed
Figure 5 
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